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Systems and methods that regulate range of access to personal
information of a mobile unit’s owner. The access control
component can designate granularity for access levels and/or
a spectrum of access modes—(as opposed to a binary choice
of full access or no access at all). Such access can be based on
a spectrum and/or discrete trust relationship between the
owner and user of the mobile unit. A profile definition com-
ponent can exploit an owner’s trust relationships to designate
levels of security. The profile definition component can fur-
ther define a profile based on a set of applications, such as
entertainment mode, browser mode, and the like.
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OWNER PRIVACY IN A SHARED MOBILE
DEVICE

CROSS REFERENCE TO RELATED
APPLICATION

This application is a continuation of commonly owned
U.S. patent application Ser. No. 12/194,213, filed Aug. 19,
2008, entitled “OWNER PRIVACY IN A SHARED
MOBILE DEVICE,” which application is based on and
claims the benefit of U.S. Provisional Application Ser. No.
61/052,455 entitled “OWNER PRIVACY IN A SHARED
MOBILE DEVICE”, filed on 12 May 2008, the entirety of
which is herein incorporated by reference.

BACKGROUND

Increasing advances in computer technology (e.g., micro-
processor speed, memory capacity, data transfer bandwidth,
software functionality, and the like) have generally contrib-
uted to enhanced computer application in various industries.
Moreover, wireless mobile technology has become wide-
spread and is utilized for both personal as well as business
uses. Mobile devices such as telephones, pagers, personal
digital assistants (PDAs), data terminals, and the like, are
designed to be carried by those who travel from place to place
in the daily course of business, for personal reasons, or for
both business and personal reasons.

For example, mobile electronic organizer devices are being
widely used to manage and classify a variety of data. A mobile
electronic organizer typically enables a user to electronically
retain personal data for any purpose and to retrieve the data as
desired. Even though Personal Information Managers (PIMs)
vary widely with respect to appearances, common to all of
such devices is the ability to provide methods for managing
and organizing personal information and to readily supply the
information to the user. Moreover, in accordance with a com-
mon PIM, a user can search contact entries alphabetically by
name, by keyword, and appointments by date, topic, and the
like. Essentially, once personal data is entered into a PIM, the
user can query data and retrieve information according to a
plurality of specified criteria.

The appeal of mobile devices is due in large part to the
convenience of having such devices available regardless of
where the user may be located (e.g., at home, at work, trav-
eling, out of town, and the like). Such computing devices can
be accessed at almost any time and place and can contain a
tremendous amount of information relating to people, orga-
nizations, general interests, and the like.

Moreover, electronic storage mechanisms have enabled
accumulation of massive amounts of data. For instance, data
that previously required volumes of books for recordation can
now be stored electronically without the expense of printing
paper and with a fraction of the physical space needed for
storage of paper. Mobile devices can thus include multiple
functions such as cellular phone service, voice over Internet
protocol (“VoIP”) phone service, software applications,
email access, Internet capabilities, calendar functions, music
players and the like. Functions, features and capabilities have
increased both the utility and complexity of mobile devices. It
is likely that functions will continue to be added to mobile
devices further increasing both usefulness and intricacy.

As such, mobile phones today exemplify personal comput-
ing. Their rapid proliferation and adoption signify that in
many markets, nearly every person has one. Furthermore,
their compact form and ease of portability facilitate their
usability, wherein by supporting a variety of text and voice
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communications, a wide and important range of user
demands are addressed. Expanding storage capacities further
enable users to keep larger volumes of personal data on the
phone, such as communication histories (SMS, email, phone
calls), calendar data, contacts, and even traditional media like
documents, photos and music. In most cases, many files and
personal data are locally stored within the resident storage
medium in such phones.

To protect owner privacy, various locking mechanisms
enables password-locking/unlocking, wherein typically none
or all of amobile unit’s features are accessible to the owner or
a user thereof. Since typing a password every time a user
picks up the phone is tedious, such security model often fails
due to non-use.

Furthermore, such security modes hinder use of phones by
non-owner users. In general, there exists a variety of social
and pragmatic motivations for phone sharing that traverses
across diverse user populations. For example, when the owner
of'a phone is engaged in other activities such as driving, other
passengers are invited to respond to an incoming call. None-
theless, during such usage, an owner’s personal data can be
compromised (either intentionally or accidentally), when the
non-owner user accesses other applications on the mobile
phone and unbeknownst to the phone owner.

SUMMARY

The following presents a simplified summary in order to
provide a basic understanding of some aspects of the claimed
subject matter. This summary is not an extensive overview. It
is not intended to identify key/critical elements or to delineate
the scope of the claimed subject matter. Its sole purpose is to
present some concepts in a simplified form as a prelude to the
more detailed description that is presented later.

The subject innovation regulates range of access to per-
sonal information saved on a shared mobile device (e.g., in
real time)—via an access control component. Such access
control component can designate granularity for access levels
and/or a spectrum of access modes—(as opposed to a binary
choice of full access or no access at all). The access control
component can further include a profile definition component
(which enables defining a profile of non-owner users with
corresponding access levels), and a profile selection compo-
nent (which enables setting of security levels or access
modes—such as by swiping an index finger on a touch pad to
indicate high trust, or thumb to indicate low trust.) Accord-
ingly, a spectrum of ranges or discrete trust relationships can
be supplied to an owner of the mobile unit, to select when
sharing the mobile unit with other users (non-owners).

The profile definition component can exploit an owner’s
circles of trust to designate levels of security. As such, the
outer circles can signify less personal familiarity with the
user, whereas the inner circles can afford an explicit/implicit
trust association based in part on belonging to a particular
community. Moreover, by employing an owner’s social net-
works to assist such owner in determining the trustworthiness
of non-owner users when using the mobile device, the per-
ceived risks associated with sharing activity can be mitigated.
Accordingly, an owner can define multiple circles of trust or
communities such as for coworkers, friends, family, club
membership, religious group, and/or friends of friends, and
the like. As the circles of trust relations extend farther from
the user, the trust value can decrease by a predetermined value
(e.g., upon reaching a threshold.) Hence, a plurality of usage
profiles can be defined for accessing the mobile unit. Such
usage profiles can designate type of access to information in
the mobile device and associated security. Moreover, each
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“usage profile” can be defined by a name and a specification
of the data and/or applications that are available within such
profile. For example, a profile can be based on type of rela-
tionship associated between owner of the mobile device and
users of the mobile device (e.g., associations/designations
such as “family”, “friend”, “stranger”, and the like). In addi-
tion, such profiles can further exhibit a hierarchical nature.
Other profiles can be based on the types of activities the user
of the mobile device is enabled to perform (e.g., an “enter-
tainment” profile can provide access to games, the web
browser, and local music on the mobile unit while restricting
access to other applications). It is to be appreciated that the
above are mere examples, and other non-hierarchial profiles,
as well as trust relationships that are not defined linearly are
well within the realm of the subject innovation. Moreover, the
profile definition component can further define a profile based
on a set of applications, such as entertainment mode, browser
mode, and the like.

According to a further aspect, access modes can further be
designated automatically by the access control component
upon detecting that the mobile unit is being used by a non-
owner (e.g., automatic detection based on biometrics, contex-
tual data and the like). Moreover, the access control compo-
nent can further facilitate segregation of personal information
from other functionality in an application implemented as
part of the mobile device). As such, an owner of the mobile
device can share such device while mitigating a concern for
exposure of personal information. In a further aspect, the
access control component can further include an analysis
component that evaluates existence of personal information
onapplications available on the mobile device, to recommend
(e.g., automatically) an access mode or security level.

To the accomplishment of the foregoing and related ends,
certain illustrative aspects of the claimed subject matter are
described herein in connection with the following description
and the annexed drawings. These aspects are indicative of
various ways in which the subject matter may be practiced, all
of which are intended to be within the scope of the claimed
subject matter. Other advantages and novel features may
become apparent from the following detailed description
when considered in conjunction with the drawings.

BRIEF DESCRIPTION OF THE DRAWINGS

FIG. 1 illustrates a schematic diagram of a system that
regulates access to personal information of a mobile device
owner, when other non-owner users share such device.

FIG. 2 illustrates a particular aspect of an access control
component according to a further aspect of the subject inno-
vation.

FIG. 3 illustrates a further aspect of an access control
component that employs an analysis component according to
a further aspect of the subject innovation.

FIG. 4 illustrates a related methodology of regulating range
of'access to personal information according to an aspect of the
subject innovation.

FIG. 5 illustrates a related methodology of blocking access
to data as designated by owner of the mobile device according
to a particular aspect of the subject innovation.

FIG. 6 illustrates a schematic block diagram of an artificial
intelligence component that can interact with an access con-
trol component according to an aspect of the subject innova-
tion.

FIG. 7 illustrates an exemplary analysis component as part
of'an access control component according to an aspect of the
subject innovation.
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FIG. 8 illustrates a schematic diagram for a user interface
for regulating access to contents of a mobile device.

FIG. 9illustrates a schematic representation for granularity
ofaccess levels for various contents stored in a mobile device
according to an aspect of the subject innovation.

FIG. 10 illustrates a suitable computing environment for
implementing various aspect of the subject innovation.

FIG. 11 illustrates a further schematic diagram of a sample-
computing environment for the subject innovation.

DETAILED DESCRIPTION

The various aspects of the subject innovation are now
described with reference to the annexed drawings, wherein
like numerals refer to like or corresponding elements
throughout. It should be understood, however, that the draw-
ings and detailed description relating thereto are not intended
to limit the claimed subject matter to the particular form
disclosed. Rather, the intention is to cover all modifications,
equivalents, and alternatives falling within the spirit and
scope of the claimed subject matter.

FIG. 1 illustrates a block diagram of a computer imple-
mented system for regulating access to personal data on a
mobile unit according to an aspect of the subject innovation.
The system 100 regulates range of access to personal infor-
mation saved on a shared mobile device (e.g., in real time)—
via an access control component. Such access control com-
ponent 115 can designate granularity for security levels and/
or a spectrum section of access—(as opposed to a binary
choice of full access or no access at all). The personal infor-
mation can include any type of data generated from employ-
ing the mobile device or introduced to the mobile unit by the
owner, such as web navigation history, location tracking,
calendar events, generated metadata, data records, logs, event
data, contact data, data related to owner activities, contextual
data, data related to a portion of a transaction, credit informa-
tion, historic data related to a previous transaction, a portion
of data associated with purchasing a good and/or service, a
portion of data associated with selling a good and/or service,
online activity, previous online transactions, activity across
disparate networks, activity across a network, credit card
verification, membership, duration of membership, commu-
nication associated with a network, buddy lists, contacts,
questions answered, questions posted, response time for
questions, blog data, blog entries, endorsements, items
bought, items sold, products on the network, information
gleaned from a disparate website, information obtained from
the disparate network, ratings from a website, a credit score,
geographical location, a donation to charity, or any other
information related to software, applications, web conferenc-
ing, and/or any suitable data related to transactions, and the
like. Such data can be stored in a plurality of subsets (e.g.,
partitioned memory locations that store identity credentials),
and can be of high value/importance to the owner. As used in
this application, the term “owner” is not limited to its defini-
tion from a legal aspect and can also refer to the primary user
of'the mobile unit. For example, a corporation may own legal
title to mobile units that are distributed among its employ-
ees—and yet the employees actually exert control on such
units and store personal information thereon during usage.
Accordingly, protecting the privacy of such employees is an
object of the subject innovation. Likewise, companies may
rent mobile unit to users who primarily use such devices in
day-to-day activities, and such users—even though not
legally owners of the mobile devices—are intended to be
covered by the term “owner” as used in this application.
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FIG. 2 illustrates a further aspect of the subject innovation,
wherein the access control component can further include a
profile definition component 208 and a profile selection com-
ponent 210. The profile definition component 208 enables
defining a profile of non-owner users with corresponding
access levels, and the profile selection component 210
enables setting of security levels or access modes—such as by
owner swiping an index finger on a finger print reader to
indicate high trust, or thumb to indicate low trust. A spectrum
and/or discrete trust relationships can be predetermined or
defined or inferred on-the-fly. Thus, once the profile defini-
tion component 208 designates an identity/profile for non-
owner users, the owner of the mobile unit can access a data
store to retrieve the settings associated with such user and
automatically configure the mobile unit in accordance with
such settings, as described in detail infra. Moreover, the
access control component can further facilitate segregation of
personal information 260 from other functional aspects 250
in applications implemented as part of the mobile device
(e.g., form stateless applications). As such, an owner of the
mobile device can share such device with non-owner users for
access to functional aspects, while mitigating a concern for
exposure of personal information.

It is to be appreciated that the access control component
can configure the mobile unit in a variety of formats such as
based upon, type of mobile unit, nature of the settings asso-
ciated with current user, and the like. For example, based on
a selection specified by the owner, the profile selection com-
ponent 210 can apply the settings to the mobile unit based
upon whether the mobile is a handheld electronic device, an
1/O peripheral, or a controller that controls peripherals or
aspects of one or more devices. Accordingly, the access con-
trol component can apply settings that affect a physical con-
figuration of the device (e.g., format of data display) as well as
a data set employed by the mobile device (e.g., default data
storage for the mobile unit).

It is to be further appreciated that the profile selection
component can verify an owner’s identity via an input com-
ponent (not shown) that is configured to receive the verifiable
identification input of the owner. For example, the input com-
ponent can be reader, scanner, detector, sensor, or some other
suitable component that can obtain a biometric from the
owner. Such input component can be specifically tailored for
the mobile unit such that a particular type of biometric can be
readily obtained. For example, a handheld electronic device
can be particularly well suited to readily obtain biometrics
related to auser’s hands, e.g., fingerprint, hand geometry, grip
configuration, and the like—whereas an earpiece can be bet-
ter suited to obtain a different type of biometric such as a
biometric relating to a user’s earlobe, for example).

FIG. 3 illustrates a further aspect of an access control
component according to an aspect of the subject innovation.
Such access control component can additionally include an
analysis component 310, which analyzes existence of appli-
cations on a mobile unit and their interaction, to suggest a
security level or access mode recommendation related to a
non-owner user. The computer implemented system can
include a storage that stores a variety of data such as for
example, owner profiles 315 associated with each applica-
tion, indices, and a graph 325 that indicates relationships sets,
which has been pre-defined for non-owner users who can
share the mobile device.

The owner profiles 315 can contain attributes of individu-
als or entities (e.g., declared trust relationships) associated
with the social network of non-owners who can share the
mobile device, in accordance with an aspect of the subject
innovation. The respective profiles can vary as to quantity as
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well as quality and type of attribute information, and the trust
relationships among user/nodes (e.g., which user/nodes trusts
which user nodes). For example, such profile information can
be directly supplied for each user or node associated with the
social network. It is to be appreciated that any of a variety of
information gathering schemes and sub-schemes (e.g., data
mining, cookies, data scavenging, 3" party provider, and the
like) can also be employed in connection with collection of
such attributes for the indices 330 and owner profiles 315.

The graph 325 associated with the social network of a
non-owner user can represent a collection of information
relating to users (e.g. individuals) and their trust relationships
with the owner. Such graph 325 although pictorially depicted
as a graph of vertices and arcs can take many data-structure
type forms (e.g., table, relational databases, XML based data-
bases, and the like), and functionally represents intra-rela-
tionships between subsets of individuals and/or entities
within the trust or social network.

The analysis component 310 can supply the owner of the
mobile device a recommendation based on the trust relation-
ship indicated by such owner (e.g., which other users/nodes
are trusted by this owner), and personal information available
to each application or program available on the mobile
device. Accordingly, within the graph 325 and the linked
structure of nodes, personalized recommendations to an
owner can be supplied about non-owner users who intend to
share the phone. Such recommendations can be based upon
the opinions and reviews of owner about the other users, as
well as declared trust between the owner and groups of users,
for example. Moreover, the analysis component 310 can ana-
lyze each of the applications 340, 342, 344 that are loaded on
the mobile unit and evaluate such applications for presence of
personal information. The items can be associated with files,
such as photographs, word processing files, spreadsheets, and
the like, as well as web pages, emails, retail shopping cata-
logue/products and any other suitable types of items for
which personal information about the owner can be gener-
ated. Such items can further include items of a substantially
similar type or items of disparate types, and can be restricted
based upon desired implementation. For example, the items
can reside within the mobile unit, be associated with item a
hard drive, a removable storage media, an application(s), and
the like. Moreover, the items can also be related to the Internet
or an intranet and merchandise related therewith. Accord-
ingly, the subject innovation leverages characteristics of an
owner, amount of personal data present in an application on
the mobile unit, to determine a security level or access mode
recommendation for a user based on usage profiles associated
with nodes in the trust network around the owner.

FIG. 4 illustrates an exemplary methodology 400 of regu-
lating access to an owner’s personal information according to
a further aspect of the subject innovation. While the exem-
plary method is illustrated and described herein as a series of
blocks representative of various events and/or acts, the sub-
ject innovation is not limited by the illustrated ordering of
such blocks. For instance, some acts or events may occur in
different orders and/or concurrently with other acts or events,
apart from the ordering illustrated herein, in accordance with
the innovation. In addition, not all illustrated blocks, events or
acts, may be required to implement a methodology in accor-
dance with the subject innovation. Moreover, it will be appre-
ciated that the exemplary method and other methods accord-
ing to the innovation may be implemented in association with
the method illustrated and described herein, as well as in
association with other systems and apparatus not illustrated
or described. Initially and at 410 trust relationships can be
defined between an owner of a mobile unit and a user who
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shares such mobile unit. Hence, a plurality of usage profiles
can be defined for accessing the mobile unit. Such usage
profiles can designate type of access to information in the
mobile device and associated security. Moreover, each “usage
profile” can be defined by a name and a specification of the
data and/or applications that are available within such profile.
Next and at 420, security levels can be set by the owner and/or
predetermined access modes granted for such user. Subse-
quently and at 430, the mobile unit can be shared with other
users who do not own the mobile unit. Accordingly, access to
personal information of the owner can be regulated at 440. As
such, a spectrum of ranges or discrete trust relationships can
be supplied to an owner of the mobile unit, to select when
sharing the mobile unit with other users (non-owners).

Likewise, FIG. 5 illustrates a further methodology 500 of
qualifying access to functionalities of a mobile unit according
to an aspect of the subject innovation. Initially and at 510,
existence of personal information associated with an appli-
cation can be evaluated. The personal information can include
any type of data generated from employing the mobile device
orintroduced to the mobile unit by the owner. Next and at 520,
a spectrum of choices and/or discrete relationships can be
displayed to a user. For example, one or more context profiles
that specify a particular set of user profile variables can be
defined that are associated with a general tuning parameter,
wherein such tuning value is employed to adjust or “tune” in
a relational manner level of trust of the owner for other users.
At 530, a non-owner user employing the mobile device can be
detected and access to data can be regulated at 540. Hence, the
owner can readily adjust or personalize a system in a relative
manner without having to understand complex or competing
interrelationships between profiles to satisfy specific/person-
alized trust levels.

FIG. 6 illustrates a further aspect of the subject innovation,
wherein the access control component 620 can interact with
an artificial intelligence component 610. Such intelligence
component 610 facilitates supplying inferences for setting
security levels and access modes for non-owner users. It is to
be appreciated that the intelligent component 610 can further
facilitate reasoning about or inferring states of the system,
environment, contextual data and/or user from a set of obser-
vations as captured e.g. events and/or data. Inference can be
employed to identify a specific context or action, or can
generate a probability distribution over states, for example.
The inference can be probabilistic—that is, the computation
of a probability distribution over states of interest based on a
consideration of data and events. Inference can also refer to
techniques employed for composing higher-level events from
a set of events and/or data. Such inference can result in con-
struction of new events or actions from a set of observed
events and/or stored event data, whether or not the events are
correlated in close temporal proximity, and whether the
events and data come from one or several event and data
sources. Various classification (explicitly and/or implicitly
trained) schemes and/or systems (e.g., support vector
machines, neural networks, expert systems, Bayesian belief
networks, fuzzy logic, data fusion engines, . . . ) can be
employed in connection with performing automatic and/or
inferred action in connection with the claimed subject matter.

A classifier is a function that maps an input attribute vector,
x=(x1, x2, X3, x4, Xn), to a confidence that the input belongs
to a class, that is, f(x)=confidence(class). Such classification
can employ a probabilistic and/or statistical-based analysis
(e.g., factoring into the analysis utilities and costs) to prog-
nose or infer an action that a user desires to be automatically
performed. A support vector machine (SVM) is an example of
a classifier that can be employed. The SVM operates by
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finding: a hypersurface in the space of possible inputs, and
which hypersurface attempts to split the triggering criteria
from the non-triggering events. Intuitively, such can make the
classification correct for testing data that is near, but not
identical to training data. Other directed and undirected
model classification approaches can include: naive Bayes,
Bayesian networks, decision trees, neural networks, fuzzy
logic models, and probabilistic classification models provid-
ing different patterns of independence, for example. As used
herein classification can further include statistical regression
that is employed to develop models of priority. Such classi-
fication schemes can further be employed by the subject
systems and/or methods to facilitate inferring states and/or
actions related to personalized content organization, selec-
tion, association of personal data with applications on the
mobile unit (e.g., navigation history, calendar tasks), and the
like.

According to an example, intelligent component 610, in
conjunction with processor and memory, can determine pres-
ence of personal information for different applications and
levels of security to be assigned for non-owner users. More-
over, the intelligent component 610 can supply inferences
regarding possible activities of an owner that can signify an
upcoming use of the mobile device by another user.

FIG. 7 illustrates a computer-implemented system 700 as
part of an access control component 710 of the subject inno-
vation, which regulates range of access to personal informa-
tion saved on a shared mobile device 750—in real time. The
system 700 includes a storage medium 702 that stores map-
ping information that maps owner declared trust relations for
other non-owner users, and existence of personal information
for an application, to nodes of a non-owner network who can
share the mobile device. For example, the data storage
medium 702 can encompass, either volatile memory or non-
volatile memory, or can include both volatile and nonvolatile
memory. For instance, nonvolatile memory can include read
only memory (ROM), programmable ROM (PROM), electri-
cally programmable ROM (EPROM), electrically erasable
programmable ROM (EEPROM), or flash memory. Volatile
memory can include random access memory (RAM), which
acts as external cache memory. Moreover, RAM is available
in many forms such as static RAM (SRAM), dynamic RAM
(DRAM), synchronous DRAM (SDRAM), double data rate
SDRAM (DDR SDRAM), enhanced SDRAM (ESDRAM),
Synchlink DRAM (SLDRAM), Rambus direct RAM
(RDRAM), direct Rambus dynamic RAM (DRDRAM), and
Rambus dynamic RAM (RDRAM). In addition, it is to be
appreciated that such data stores can be associated with a
remote: server, database, hard drive, and the like.

The mapping information can be continuously updated and
reorganized as links within the system mapping changes (e.g.,
users changing, new applications are uploaded on the mobile
device 750, users added or removed from the network 730,
and the like). Graph 730 can represent a network of non-
owner users, as well as applications loaded on the mobile
device 750, which interact with the analysis component 740.
The analysis component 740 can supply for each non owner
user a recommendation for access mode or security level,
based in part on the trust relationship indicated by the owner
(e.g., which other users/nodes are trusted by the owner), and
the amount of owner’s personal information accessible by
each application or program loaded on the mobile device 750.

As explained earlier, in the graph 730 shared users and/or
applications loaded on the mobile unit can be represented by
vertices (e.g., nodes), and a relationship between two vertices
are represented via an arc connecting the vertices. The verti-
ces can be annotated with information (e.g., attributes) about
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the individual or entity represented by the vertex, in addition
to declared trust relationships for other nodes. It is to be
appreciated that two or more arcs can be employed with
respect to two vertices. More particularly, a unidirectional
relationship between a first vertex with respect to a second
vertex can be represented by a first arc, and a unidirectional
relationship between the second vertex with respect to the
first vertex can be represented via a second arc. Moreover, it
is to be appreciated that additional arcs could be employed
wherein respective arcs can represent unique subsets corre-
sponding to relationships. It is to be appreciated that other
aspects of the subject innovation enable owners to manually
select profiles for users who intend to share the phone.

FIG. 8 illustrates a schematic diagram for compartmental-
izing contents and applications of a mobile device, via a user
interface 800 in accordance with a particular aspect of the
subject innovation. Default settings can be provided to facili-
tate the initial settings and/or one or more personality profiles
can be supplied and selected by the owner to enable other
users to obtain qualified access to contents and/or applica-
tions associated with the mobile unit. As explained earlier, the
level of trust can also be set based on a spectrum 815 of how
the owner “feels” regarding level of trust. Moreover, one or
more context profiles that specify a particular set of user
profile variables can be defined that are associated with a
general tuning parameter, wherein such tuning value is
employed to adjust or “tune” in a relational manner level of
trust of the owner for other users. It is to be appreciated that
tuning values from one or more context profiles can be com-
bined via a transformation to provide an adjustment that
controls the access level granted by the owner. Hence, the
owner can readily adjust or personalize a system in a relative
manner without having to understand complex or competing
interrelationships between profiles to satisfy specific/person-
alized trust levels. Accordingly, the subject innovation can
designate granularity for access levels and/or a spectrum of
access modes—as opposed to a mere binary choice of full
access or no access at all. Moreover, the user interface 800
enables the owner to specify and adjust one or more of the
profile sets and related settings in a user profile. The owner
can also specify particular aspects or subsets of the user
profiles in which to “tune” or adjust characteristics and per-
formance as pertained to a trust relationship.

FIG. 9 illustrates a schematic representation for granularity
of access levels to various segments of the mobile device,
which stores application/data for the owner. An owner can
define multiple zones 910, 920, 930, 940, starting with a
broad range of coverage at zone 910 for trusted users, and
narrowing down to coverage at zone 940 for users who are
less trusted by the owner. Such zones 910, 920, 930, 940 can
be carved out based on determinations of trustworthiness,
e.g., by employing an owner’s social networks to assist such
owner in determining the trustworthiness of non-owner users
when using the mobile device, the perceived risks associated
with sharing activity can be mitigated. Accordingly, an owner
can define multiple zones of trust or communities such as for
coworkers, friends, family, club membership, religious
group, and/or friends of friends, and the like. Accordingly,
zones of trust relations extend farther and relationships
become less relevant to the user, the trust value can decrease,
as illustrated by the shrinking size of coverage. It is to be
appreciated that FIG. 9 is exemplary in nature and other
configurations such as the zones being independent of each
other to cover different applications/data available to non-
owner users, are well within the realm of the subject innova-
tion.
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As used in herein, the terms “component,” “system” and
the like are intended to refer to a computer-related entity,
either hardware, a combination of hardware and software,
software or software in execution. For example, a component
can be, but is not limited to being, a process running on a
processor, a processor, an object, an instance, an executable,
a thread of execution, a program and/or a computer. By way
of'illustration, both an application running on a computer and
the computer can be a component. One or more components
may reside within a process and/or thread of execution and a
component may be localized on one computer and/or distrib-
uted between two or more computers.

The word “exemplary” is used herein to mean serving as an
example, instance or illustration. Any aspect or design
described herein as “exemplary” is not necessarily to be con-
strued as preferred or advantageous over other aspects or
designs. Similarly, examples are provided herein solely for
purposes of clarity and understanding and are not meant to
limit the subject innovation or portion thereof in any manner.
It is to be appreciated that a myriad of additional or alternate
examples could have been presented, but have been omitted
for purposes of brevity.

Furthermore, all or portions of the subject innovation can
be implemented as a system, method, apparatus, or article of
manufacture using standard programming and/or engineer-
ing techniques to produce software, firmware, hardware or
any combination thereof to control a computer to implement
the disclosed innovation. For example, computer readable
media can include but are not limited to magnetic storage
devices (e.g., hard disk, floppy disk, magnetic strips . . . ),
optical disks (e.g., compact disk (CD), digital versatile disk
(DVD) . . .), smart cards, and flash memory devices (e.g.,
card, stick, key drive . . . ). Additionally it should be appreci-
ated that a carrier wave can be employed to carry computer-
readable electronic data such as those used in transmitting
and receiving electronic mail or in accessing a network such
as the Internet or a local area network (LAN). Of course, those
skilled in the art will recognize many modifications may be
made to this configuration without departing from the scope
or spirit of the claimed subject matter.

In order to provide a context for the various aspects of the
disclosed subject matter, FIGS. 10 and 11 as well as the
following discussion are intended to provide a brief, general
description of a suitable environment in which the various
aspects of the disclosed subject matter may be implemented.
While the subject matter has been described above in the
general context of computer-executable instructions of a
computer program that runs on a computer and/or computers,
those skilled in the art will recognize that the innovation also
may be implemented in combination with other program
modules. Generally, program modules include routines, pro-
grams, components, data structures, and the like, which per-
form particular tasks and/or implement particular abstract
data types. Moreover, those skilled in the art will appreciate
that the innovative methods can be practiced with other com-
puter system configurations, including single-processor or
multiprocessor computer systems, mini-computing devices,
mainframe computers, as well as personal computers, hand-
held computing devices (e.g., personal digital assistant
(PDA), phone, watch . . . ), microprocessor-based or program-
mable consumer or industrial electronics, and the like. The
illustrated aspects may also be practiced in distributed com-
puting environments where tasks are performed by remote
processing devices that are linked through a communications
network. However, some, if not all aspects of the innovation
can be practiced on stand-alone computers. In a distributed
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computing environment, program modules may be located in
both local and remote memory storage devices.

With reference to FIG. 10, an exemplary environment 1010
for implementing various aspects of the subject innovation is
described that includes a computer 1012. The computer 1012
includes a processing unit 1014, a system memory 1016, and
a system bus 1018. The system bus 1018 couples system
components including, but not limited to, the system memory
1016 to the processing unit 1014. The processing unit 1014
can be any of various available processors. Dual micropro-
cessors and other multiprocessor architectures also can be
employed as the processing unit 1014.

The system bus 1018 can be any of several types of bus
structure(s) including the memory bus or memory controller,
a peripheral bus or external bus, and/or a local bus using any
variety of available bus architectures including, but not lim-
ited to, 11-bit bus, Industrial Standard Architecture (ISA),
Micro-Channel Architecture (MSA), Extended ISA (EISA),
Intelligent Drive Electronics (IDE), VESA Local Bus (VLB),
Peripheral Component Interconnect (PCI), Universal Serial
Bus (USB), Advanced Graphics Port (AGP), Personal Com-
puter Memory Card International Association bus (PCM-
CIA), and Small Computer Systems Interface (SCSI).

The system memory 1016 includes volatile memory 1020
and nonvolatile memory 1022. The basic input/output system
(BIOS), containing the basic routines to transfer information
between elements within the computer 1012, such as during
start-up, is stored in nonvolatile memory 1022. By way of
illustration, and not limitation, nonvolatile memory 1022 can
include read only memory (ROM), programmable ROM
(PROM), electrically programmable ROM (EPROM), elec-
trically erasable ROM (EEPROM), or flash memory. Volatile
memory 1020 includes random access memory (RAM),
which acts as external cache memory. By way of illustration
and not limitation, RAM is available in many forms such as
synchronous RAM (SRAM), dynamic RAM (DRAM), syn-
chronous DRAM (SDRAM), double data rate SDRAM
(DDR SDRAM), enhanced SDRAM (ESDRAM), Synchlink
DRAM (SLDRAM), and direct Rambus RAM (DRRAM).

Computer 1012 also includes removable/non-removable,
volatile/non-volatile computer storage media. FIG. 10 illus-
trates a disk storage 1024, wherein such disk storage 1024
includes, but is not limited to, devices like a magnetic disk
drive, floppy disk drive, tape drive, Jaz drive, Zip drive, LS-60
drive, flash memory card, or memory stick. In addition, disk
storage 1024 can include storage media separately or in com-
bination with other storage media including, but not limited
to, an optical disk drive such as a compact disk ROM device
(CD-ROM), CD recordable drive (CD-R Drive), CD rewrit-
able drive (CD-RW Dirive) or a digital versatile disk ROM
drive (DVD-ROM). To facilitate connection of the disk stor-
age devices 1024 to the system bus 1018, a removable or
non-removable interface is typically used such as interface
1026.

It is to be appreciated that FIG. 10 describes software that
acts as an intermediary between users and the basic computer
resources described in suitable operating environment 1010.
Such software includes an operating system 1028. Operating
system 1028, which can be stored on disk storage 1024, acts
to control and allocate resources of the computer system
1012. System applications 1030 take advantage of the man-
agement of resources by operating system 1028 through pro-
gram modules 1032 and program data 1034 stored either in
system memory 1016 or on disk storage 1024. It is to be
appreciated that various components described herein can be
implemented with various operating systems or combinations
of operating systems.
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A user enters commands or information into the computer
1012 through input device(s) 1036. Input devices 1036
include, but are not limited to, a pointing device such as a
mouse, trackball, stylus, touch pad, keyboard, microphone,
joystick, game pad, satellite dish, scanner, TV tuner card,
digital camera, digital video camera, web camera, and the
like. These and other input devices connect to the processing
unit 1014 through the system bus 1018 via interface port(s)
1038. Interface port(s) 1038 include, for example, a serial
port, a parallel port, a game port, and a universal serial bus
(USB). Output device(s) 1040 use some of the same type of
ports as input device(s) 1036. Thus, for example, a USB port
may be used to provide input to computer 1012, and to output
information from computer 1012 to an output device 1040.
Output adapter 1042 is provided to illustrate that there are
some output devices 1040 like monitors, speakers, and print-
ers, among other output devices 1040 that require special
adapters. The output adapters 1042 include, by way of illus-
tration and not limitation, video and sound cards that provide
a means of connection between the output device 1040 and
the system bus 1018. It should be noted that other devices
and/or systems of devices provide both input and output capa-
bilities such as remote computer(s) 1044.

Computer 1012 can operate in a networked environment
using logical connections to one or more remote computers,
such as remote computer(s) 1044. The remote computer(s)
1044 can be a personal computer, a server, a router, a network
PC, a workstation, a microprocessor based appliance, a peer
device or other common network node and the like, and
typically includes many or all of the elements described rela-
tive to computer 1012. For purposes of brevity, only a
memory storage device 1046 is illustrated with remote com-
puter(s) 1044. Remote computer(s) 1044 is logically con-
nected to computer 1012 through a network interface 1048
and then physically connected via communication connec-
tion 1050. Network interface 1048 encompasses communi-
cation networks such as local-area networks (LAN) and wide-
area networks (WAN). LAN technologies include Fiber
Distributed Data Interface (FDDI), Copper Distributed Data
Interface (CDDI), Ethernet/IEEE 802.3, Token Ring/IEEE
802.5 and the like. WAN technologies include, but are not
limited to, point-to-point links, circuit switching networks
like Integrated Services Digital Networks (ISDN) and varia-
tions thereon, packet switching networks, and Digital Sub-
scriber Lines (DSL).

Communication connection(s) 1050 refers to the hard-
ware/software employed to connect the network interface
1048 to the bus 1018. While communication connection 1050
is shown for illustrative clarity inside computer 1012, it can
also be external to computer 1012. The hardware/software
necessary for connection to the network interface 1048
includes, for exemplary purposes only, internal and external
technologies such as, modems including regular telephone
grade modems, cable modems and DSL. modems, ISDN
adapters, and Ethernet cards.

FIG. 11 is a schematic block diagram of a sample-comput-
ing environment 1100 that can be employed in conjunction
with an access control component in accordance with an
aspect of the subject innovation. The system 1100 includes
one or more client(s) 1110. The client(s) 1110 can be hard-
ware and/or software (e.g., threads, processes, computing
devices). The system 1100 also includes one or more server(s)
1130. The server(s) 1130 can also be hardware and/or soft-
ware (e.g., threads, processes, computing devices). The serv-
ers 1130 can house threads to perform transformations by
employing the components described herein, for example.
One possible communication between a client 1110 and a
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server 1130 may be in the form of a data packet adapted to be
transmitted between two or more computer processes. The
system 1100 includes a communication framework 1150 that
can be employed to facilitate communications between the
client(s) 1110 and the server(s) 1130. The client(s) 1110 are
operatively connected to one or more client data store(s) 1160
that can be employed to store information local to the client(s)
1110. Similarly, the server(s) 1130 are operatively connected
to one or more server data store(s) 1140 that can be employed
to store information local to the servers 1130.

What has been described above includes various exem-
plary aspects. It is, of course, not possible to describe every
conceivable combination of components or methodologies
for purposes of describing these aspects, but one of ordinary
skill in the art may recognize that many further combinations
and permutations are possible. Accordingly, the aspects
described herein are intended to embrace all such alterations,
modifications and variations that fall within the spirit and
scope of the appended claims. Furthermore, to the extent that
the term “includes” is used in either the detailed description or
the claims, such term is intended to be inclusive in a manner
similar to the term “comprising” as “comprising” is inter-
preted when employed as a transitional word in a claim.

What is claimed is:

1. A computer implemented system comprising:

one or more processors; and

memory storing computer-executable instructions for

execution by the one or more processors, the memory

comprising:

an analysis component to analyze one or more applica-
tions stored on a mobile device for presence and an
amount of personal information that is accessible by
the one or more applications, the personal informa-
tion associated with an owner of the mobile device;

a usage profile to designate a range of access for a
non-owner user of the mobile device to the personal
information; and

an access control component to regulate the range of
access for the non-owner user based at least in part on
an access mode automatically designated in response
to determining, by the analysis component, the
amount of the personal information that is accessible
by the one or more applications.

2. The computer implemented system of claim 1, wherein
the usage profile is further configured to designate one or
more trust relationships between the owner of the mobile
device and the non-owner user.

3. The computer implemented system of claim 1, further
comprising mapping information to map the presence of the
personal information in each of the one or more applications
to nodes of a non-owner network of non-owner users who can
share the mobile device.

4. The computer implemented system of claim 1, the access
control component including a profile selection component to
select the usage profile.

5. The computer implemented system of claim 1, further
comprising an artificial intelligence component to infer one
or more associations between the personal information and
the one or more applications on the mobile device.

6. The computer implemented system of claim 1, wherein
the analysis component is further configured to recommend
the access mode specifying the range of access, wherein the
recommendation is based at least in part on the amount of the
personal information that is accessible by the one or more
applications.

7. The computer implemented system of claim 1, wherein
the analysis component is further configured to recommend
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the access mode specifying the range of access, wherein the
recommendation is based on one or more trust relationships
indicated by the owner for one or more users other than the
non-owner user.
8. The computer implemented system of claim 1, wherein
atrust relationship between the owner and the non-owner user
is representable as a spectrum of trust levels.
9. The computer implemented system of claim 1, the usage
profile further including one or more personality profiles for
the non-owner user.
10. A computer implemented method comprising:
analyzing, by one or more processors, one or more appli-
cations stored on a mobile device for existence of per-
sonal data accessible by the one or more applications,
the personal data stored on the mobile device and asso-
ciated with an owner of the mobile device;
defining, by at least one of the one or more processors, a
usage profile to designate a range of access for a non-
owner user of the mobile device to the personal data;

automatically designating, by at least one of the one or
more processors, an access mode based at least in part on
determining an amount of the personal data that is acces-
sible by the one or more applications; and

regulating, by at least one of the one or more processors,

the range of access to the personal data based at least in
part on the access mode.

11. The computer implemented method of claim 10,
wherein the defining the usage profile is further based on one
or more trust relationships between the owner of the mobile
device and the non-owner user.

12. The computer implemented method of claim 11, fur-
ther comprising supplying a spectrum of choices for the one
or more trust relationships to the owner.

13. The computer implemented method of claim 10, fur-
ther comprising granting the access mode to the non-owner
user, the access mode specifying the range of access for the
non-owner user.

14. The computer implemented method of claim 13, fur-
ther comprising recommending the access mode based at
least in part on the amount of the personal data that is acces-
sible by the one or more applications.

15. The computer implemented method of claim 10, fur-
ther comprising mapping the existence of the personal data
associated with each of the one or more applications to nodes
of'anon-owner network of non-owner users who can share the
mobile device.

16. The computer implemented method of claim 11, fur-
ther comprising:

causing display, on the mobile device, of a spectrum for

choosing a trust level associated with the non-owner
user; and

adjusting the range of access for the non-owner user based

at least in part on user-selection of the trust level.

17. The computer implemented method of claim 10, fur-
ther comprising recommending the access mode for the non-
owner user that specifies the range of access for the non-
owner user, the recommending based on one or more trust
relationships indicated by the owner for one or more users
other than the non-owner user.

18. The computer implemented method of claim 10, fur-
ther comprising inferring the access mode.

19. The computer implemented method of claim 18,
wherein inferring the access mode is based at least in part on
a social network of the owner.

20. A tangible computer readable storage device storing
instructions that enable actions for controlling access to a
mobile device, the actions comprising:
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analyzing one or more applications stored on the mobile
device for presence of personal information accessible
by the one or more applications, the personal informa-
tion stored on the mobile device and associated with an
owner of the mobile device;

automatically designating an access level for a non-owner
user of the mobile device based at least in part on deter-
mining an amount of the personal information that is
accessible by the one or more applications; and

regulating a range of access for the non-owner users to the
personal information based at least in part on the access
level.
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